
Energy Procurement 
Renewable Energy 
Development 
245 Market Street, Room 1344 
San Francisco, CA 94105-1702 

Mailing Address 
Mail Code N13W 
P. O. Box 770000 
San Francisco, CA 94177-0001 

July 6, 2015 

Ms. Michele Dermer 
EPA Region 9, WTR‐9 
75 Hawthorne St.  
San Francisco, CA 94105 

Subject:  External Mechanical Integrity Test 
PG&E Test Injection/Withdrawal Well 1 
Permit No. R9UIC‐CA5‐FY13‐1 
King Island, San Joaquin County, California 

Dear Ms. Dermer: 

Section  D.2.a.iii  of  Permit  No.  R9UIC‐CA5‐FY13‐1  (the  Permit)  requires  that  PG&E  conduct  an  external 

Mechanical Integrity Test (MIT) on PG&E Test Injection/Withdrawal (I/W) Well 1 to demonstrate that there is no 

fluid movement between zones through the cemented annulus, and that there are no leaks in the tubing, casing, 

packer and casing shoe.  Section D.2.a.iii of the Permit stated that the external MIT shall be scheduled to occur 

approximately 90 days after the start of  injection.    In their  letter to EPA dated April 9, 2015, PG&E requested 

EPA’s approval to schedule the MIT approximately 120 days after the start of injection, and in an email to PG&E 

dated April 10, 2015,  the EPA approved PG&E’s  request.   The external MIT was performed on  June 18, 2015, 

which was 124 days after the start of injection. 

The external MIT was performed in accordance with the External Mechanical Integrity Test Procedure, prepared 

by Irani Engineering and dated March 16, 2015.  The PG&E cover letter dated March 18, 2015 submitted to EPA 

with the MIT procedure provided justification for changes to the logging techniques specified in Section D.2.a.iii 

of  the  Permit, which were  a  thermal  decay  log  and  a  spinner  log.    PG&E  proposed  that  a  noise  survey  be 

substituted for a spinner log and that a temperature decay log also be run in accordance with the procedures in 

Appendix D of the Permit.  In their comments submitted to PG&E on April 6, 2015, EPA accepted the program to 

run  a noise  log  and  temperature decay  log, but  asked  that  PG&E  justify omission of  the  thermal decay  log.  

PG&E’s April 9, 2015 letter to EPA indicated that the reference to a thermal decay log in Attachment P of the UIC 

application  that  led  to  its  inclusion  in  the  Permit was  an  error,  and  that  the  log  should  have  been  called  a 

temperature decay log.  EPA accepted this clarification in their email to PG&E dated April 10, 2015.    



The external MIT program for the I/W well was initiated at 7:00 am on June 18, 2015.  The noise and 

temperature decay logging was performed by Cogco Wireline and supervised by Hamid Irani with Irani 

Engineering.  Joel Coffman with the EPA witnessed the logging operations. At the time of MIT logging, the I/W 

well had been shut‐in for 14 days (since June 4, 2015).  In accordance with EPA temperature logging 

requirements (Appendix D of the Permit), the temperature and the noise logging tools were run with a casing 

collar locator (CCL) tool and a historic gamma ray curve was added in track 1 of the logs.  The gamma ray curve 

was obtained from the radial cement bond log (CBL) run on October 24, 2014, which is the only cased‐hole 

gamma ray curve available for the I/W well.  The two temperature logs and the noise log were run from surface 

to the bottom of the well at 4813’. 

The first temperature log was run at a speed of 36 to 47 feet per minute, which is within the allowable range of 

20 to 50 feet per minute specified in Appendix D of the Permit.    The second temperature log was run at a 

logging speed of 36 feet per minute.  The EPA representative approved the different logging speeds for the two 

temperature logs.  The second temperature log was run about 4‐hours after the first run, in accordance with the 

4‐hour minimum period between runs specified in Appendix D of the Permit. The EPA representative approved 

the horizontal scale for the temperature logs, which was 74 – 144 °F full scale for absolute temperature and 1 °F 

per inch for differential temperature.   

The first and second temperature logs were compared and no anomalies indicating a possible loss of well 

mechanical integrity were noted.  However, there is a significant change in temperature gradient that starts at 

approximately 4695’ and continues to the total logging depth of 4813’.  An uncharacteristic temperature 

increase occurs in the Mokelumne River Formation (MRF; from 4710’ to total depth) and is most pronounced in 

the MRF sand lobes, which due to their higher permeability compared to the shale breaks, is where the injected 

air entered during the compression test.  This localized temperature increase in the I/W well is currently under 

investigation.   

The noise log was run in the time period between the first and second temperature logs.  Noise data was 

recorded at 4741’ (25 feet below casing shoe), 4716’ (casing shoe depth), 4691’ (25 feet above casing shoe), 

4,639’ (25 feet below packer), 4614’ (packer depth) and 4589’ (25 feet above packer), 4400’ and then every 200’ 

to surface.  No leaks or suspected leak intervals were detected. 

Based on the results of the temperature and noise logging conducted on June 18, 2015, there is no indication of 

a loss of mechanical integrity of the I/W well.  

The external MIT temperature and noise logs and field report for Test Injection/Withdrawal Well 1 are enclosed 

as one hard copy each and as PDFs in a data CD.    The files have also been uploaded to PG&E’s Dropbox 

account, which can be accessed at the following link: 

https://www.dropbox.com/sh/mf2qnl5v016e78f/AABIm‐gfjIKWPpVCKe7hUgA6a?dl=0  

   



If you have any questions regarding this submittal or require additional information, please feel free to contact 

me at (415) 973‐6270. 

Sincerely,  

 
Mike Medeiros 
Manager, Renewable Energy Development 
 

Cc:    Mr. James Walker, EPA Consultant 
  Mr. Michael Woods, Division of Oil, Gas and Geothermal Resources 
  Ms. Anne L. Olson, Central Valley Regional Water Quality Control Board 

 
Enclosures:   (1) Temperature Log Run 1 
    (2) Temperature Log Run 2 
    (3) Temperature Log Runs 1 and 2 

(4) Noise Log 
(5) External MIT Field Report 

  



ENCLOSURE 1 
Temperature Log Run 1 





ENCLOSURE 2 
Temperature Log Run 2 





ENCLOSURE 3 
Temperature Log Runs 1 and 2





ENCLOSURE 4 
Noise Log





ENCLOSURE 5 
External MIT Field Report



DATE REPORT #
LEASE # DWC ACT.DAYS

TWC PR. DEPTH

OBJECTIVE FORMATION LOCATION:

WELL NAME API #
RIG SET @
LAST BOP TEST      Hamid Irani (916 716-3422)

Time HRS. OPERATIONS SUMMARY

07:00

20:30

Daily Water Use: 

Tot. Hrs. 13.5 hrs.
REMARKS:

Ran Noise Logs. Cogco ran Noise/CCL tools to 4741' and recorded noise data at 4741',
4716', 4691', 4639', 4614', 4589', 4400' and then every 200' to 200' from surface. EPA
representative witnessed and approved noise logging. No leaks or suspected leak interval
was detected. Pulled out and laid down noise tools. Shut the well in. Picked up temperature
tool. Opened well (15:00, 4 hours after the first temperature log). Found the well with
1810/137 psig. RIH with wireline and temperature and CCL tools.

Ran Temperature Logs from Surface to 4813'. Cogco ran temperature/CCL tools from surface to
4813' at a speed of 36' per minute and recorded temperature data, witnessed and approved by
EPA. Compared the log to the first temperature log and did not notice any anomalies. POOH
with logging tools and wireline. Closed well (18:30). Laid down tools. Removed cross-over.
Cameron changed cap O-ring and installed cap. Opened master valves and did not notice any
leak off the cap. Locked out all of the tree valves. Secured well. Moved Cogo off location. 

Moved in Cogco Wireline. Attended safety meeting with Cogco. Rigged up mast. Found the well
shut-in (since 06/04/15) with 1810/136 psia. Removed Well cap. Installed 3-1/2"-EUE X 5-
1/2"LTC cross-over on PG&E Test I-W well No.1. Nippled up Cogco lubricator. Opened the well
(08:30) and RIH with Temperature/CCL Tools. Wireline stopped at 70'. Pulled out wireline
and added another sinker bar and started running in hole with Temperature/CCL tools
(09:00). 

Ran Temperature Logs from Surface to 4813'. Cogco ran temperature/CCL tools from surface to
4813' (tagged) at a speed of 36'~47' per minute and recorded temperature data, witnessed
and approved by EPA representative. POOH (11:00). Laid down temperature tool. Picked up
noise tool.

Total Water Use: 

PG&E
External MIT Report 

June 18, 2015

9-5/8", 40.0#, J-55/N-80

WELL TYPE

CNTY/STATE
LAST CSG.

CAES

San Joaquin, CAPG&E Test I-W Well No. 1

Mokelumne

1
1
4813'

CO. MAN:
4716
077-20739

 King Island
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